
 

WIRE RANGE 16 GAUGE STANDARD-19/29
WIRE COPPER

WIRE INSUL. PVC 
WIRE TEMP -34˚C - 90˚C
HOUSING BLACK PVC 

TERMINAL TIN PLATED COPPER
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PART NUMBER DESCRIPTION L WEIGHT (LBS.)
84355 3-WAY FLAT MOLDED CONNECTOR, 48” MALE-ONLY 48” 0.3
84375 3-WAY FLAT MOLDED CONNECTOR, 8” MALE-ONLY 8” 0.2

ZHE JIANG DA SHING ELECTEIC WIRE & CABLE CO.LTD

Part name Wire harness Part No 74355/74375
Client DWG.No. DS08010097

TOLERANCE
LINAR ANGULAR
X.=±1 X.°=±1
0.X=±0.2 0.X°=±0°30'
0.0X=±0.05

Drawn Li Dayong

ENG.
QA.

Sheet 1 the drawing without seal is useless MFG.
APPR.

Unit mm

Scale NO

Documents
Location

DATE REV REVISION HISORY MARK BY
2010/10/10 A
2015/09/08 B
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Ф4.5 female terminal

Ф4.5 male terminal×2
green

Part No length"L"
74355 1,220±25(48±1")
74375 203±13(8±0.5")
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Technical requirement
1.All wire is SAE J1128 16Ga(Bare copper);
2.100% function test.


