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NOMINAL BUNDLE
P/N LENGTH (IN.) COLOR QUANTITY | DIAMETER (MM) A B C D E F G
9734 8" NATURAL | 100 6-50.9 16+015 | 76102 75+03 118403 | 200+5 11+03 28+2
9736 15.5" NATURAL | 100 7-115 16£02 88102 89103 140£03 | 400£5 125+03 | 32+£2
9738 18" NATURAL | 100 7-130.5 16£02 88102 89:03 140£03 | 457+5 125+03 | 32+£2
®
9740 21" NATURAL | 100 7-163.5 16+02 88102 89+03 140 £0.3 | 5505 128+03 | 32+2 C
DESCRIPTION
9742 30" NATURAL | 50 7-229.5 18+0.2 9.0+0.2 92103 142+03 | 760+5 32242
DEL CITY
9744 36 NATURAL | 50 70-280 18+0.2 88104 92103 142+03 | 9206 3212 MATERIAL POLYMIDE 6.6 (PAG6)
9748 48" NATURAL | 50 7-375.5 18402 |9+04 92403 [142+03 | 12206 3242 TEMPERATURE -40°F TO 185°F (-40°C TO 85°C)
090070- MINIMUM LOOP TENSILE STRENGTH 120 Ibs. (54 kg)
25 14" NATURAL | 25 6-103.5 16£015 | 76202 7503 11.8+03 | 3705 11£0.3 2812 RATING UL94-V2
COMPLIANCE UL62275 & EN62275
STANDARD CABLE TIE (HD)
DATE, REV PART #
[ *Part not drawn to scale 8/8/2023 SEE CHART
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