
DESCRIPTION

MATERIAL POLYMIDE 6.6 (PA66)
TEMPERATURE -40°F TO 185°F (-40°C TO 85°C)
MINIMUM LOOP TENSILE STRENGTH 18 LBS. (80 N)
RATING UL94V-2
UL FILE NUMBER E64139

STANDARD CABLE TIE (HD), 18LB

DATE PART #
*Part not drawn to scale
¥Uncontrolled copy

8/8/2023 SEE CHART

A

A

1 1

3 3

4 4

5 5

5 5

6 6

7 7

2 2

B

B

C

C

D

D

E

E

F

F

G

G

H

H

I

I

J

J

K

K

A B D E G H
918003 3.27 Black 100 1.5 to 16 0.95 ±0.2 2.30 ±0.2 3.20 ±0.3 4.20 ±0.3 83.00 ±5.0 4.50 ±0.5
918203 4 Black 100 1.5 to 22 1.00 ±0.2 2.45 ±0.2 3.70 ±0.3 4.45 ±0.5 100.00 ±5.0 4.80 ±0.4
918703 5.51 Black 100 1.5 to 35 1.20 ±0.2 2.50 ±0.2 3.50 ±0.3 4.50 ±0.5 140.00 ±5.0 4.80 ±0.5

9192 8 Black 100 1.5 to 55 1.20 ±0.2 2.50 ±0.2 3.90 ±0.5 4.50 ±0.5 205.00 ±5.0 4.80 ±0.5
9180 3.27 Black 1000 1.5 to 16 0.95 ±0.2 2.30 ±0.2 3.20 ±0.3 4.20 ±0.3 83.00 ±5.0 4.50 ±0.5
9182 4 Black 1000 1.5 to 22 1.00 ±0.2 2.45 ±0.2 3.70 ±0.3 4.45 ±0.5 100.00 ±5.0 4.80 ±0.4
9187 5.51 Black 1000 1.5 to 35 1.20 ±0.2 2.50 ±0.2 3.50 ±0.3 4.50 ±0.5 140.00 ±5.0 4.80 ±0.5 Rev.

919203 8 Black 1000 1.5 to 55 1.20 ±0.2 2.50 ±0.2 3.90 ±0.5 4.50 ±0.5 205.00 ±5.0 4.80 ±0.5 A
918103 4 Natural 100 1.5 to 22 1.00 ±0.2 2.45 ±0.2 3.70 ±0.3 4.45 ±0.5 100.00 ±5.0 4.80 ±0.4 AL/AR-05-40-NY 12-0
918603 5.51 Natural 100 1.5 to 35 1.20 ±0.2 2.50 ±0.2 3.50 ±0.3 4.50 ±0.5 140.00 ±5.0 4.80 ±0.5 SAS
918803 8 Natural 100 1.5 to 55 1.20 ±0.2 2.50 ±0.2 3.90 ±0.5 4.50 ±0.5 205.00 ±5.0 4.80 ±0.5 Material

9181 4 Natural 1000 1.5 to 22 1.00 ±0.2 2.45 ±0.2 3.70 ±0.3 4.45 ±0.5 100.00 ±5.0 4.80 ±0.4 Temperature
9186 5.51 Natural 1000 1.5 to 35 1.20 ±0.2 2.50 ±0.2 3.50 ±0.3 4.50 ±0.5 140.00 ±5.0 4.80 ±0.5
9188 8 Natural 1000 1.5 to 55 1.20 ±0.2 2.50 ±0.2 3.90 ±0.5 4.50 ±0.5 205.00 ±5.0 4.80 ±0.5
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HellermannTyton Standard
Cable Tie, 18lb

UL94V-2
E64139

Nominal 
Length

(in.)

DESCRIPTION

Polyamide 6.6 (PA66)
-40°F to 185°F (-40°C to 85°C)

See Chart
PART #:

P/N
NOMINAL 
LENGTH (IN.) COLOR QUANTITY

BUNDLE
DIAMETER (MM) A B C D E F G

19015120 24" BLACK 50 7-130.5 1.7 ± 0.2 8.8 ± 0.2 8.9 ± 0.3 14.0 ± 0.3 610 ± 5 14.0 ± 0.3 32 ± 2

9635 8" BLACK 100 6-50.9 1.6 ± 0.15 7.6 ± 0.2 7.5 ± 0.3 11.8 ± 0.3 200 ± 5 11 ± 0.3 28 ± 2

9637 15.5" BLACK 100 7-115 1.6 ± 0.2 8.8 ± 0.2 8.9 ± 0.3 14.0 ± 0.3 400 ± 5 12.5 ± 0.3 32 ± 2

9639 18" BLACK 100 7-130.5 1.6 ± 0.2 8.8 ± 0.2 8.9 ± 0.3 14.0 ± 0.3 457 ± 5 12.5 ± 0.3 32 ± 2

9641 21" BLACK 100 7-163.5 1.6 ± 0.2 8.8 ± 0.2 8.9 ± 0.3 14.0  ± 0.3 550 ± 5 12.8 ± 0.3 32 ± 2

9643 30" BLACK 50 7-229.5 1.8 ± 0.2 9.0 ± 0.2 9.2 ± 0.3 14.2 ± 0.3 760 ± 5  32.2 ± 2

9645 36" BLACK 50 70-280 1.8 ± 0.2 8.8 ± 0.4 9.2 ± 0.3 14.2 ± 0.3 920 ± 6 32 ± 2

9649 48" BLACK 50 7-375.5 1.8 ± 0.2 9 ± 0.4 9.2 ± 0.3 14.2 ± 0.3 1220 ± 6  32 ± 2
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