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Sz SUPPLIED AFTER RECOVERY
PARTNUMBER | COLOR (IN) INSIDE DIAMETER (D) |WALL THICKNESS (1) |NSIPE WALL THICKNESS (1)
DIAMETER (d)
91030505 BLACK 3/16"  |0.19685£0.007874 0.009842+0.002362 | <0.08858 0.0212540.003149
91032505 BLACK 1/4" 0.255006£0.007874 | 0.009842+0.002362 | <0.11811 0.01968£0.003149
91029505 BLACK 3/8" 0.381890:0.011811 | 0.01417320.003543 | <0.17716 0.0283440.003937
91033505 BLACK 1/2" 0.5£0.011811 0.014170.003543 <0.23622 0.02834+0.003937
-
v < HEAT SHRINK TUBING
-1-%" SINGLE WALL
DEL CITY
AFTER AGING
SHRINK TEMPERATURE >125°C
SHRINK TIME 5MINUTES
TEMPERATURE RANGE -40-125°C
LONGITUDINAL SHRINKING RATIO 5~5%
TENSILE STRENGTH >10.4 Mpa
ELONGATION RATIO >200%
AGING IN CIRCULATING-AIR OVEN (15841.0)°C, 7 DAYS
TENSILE STRENGTH >7.3MPa
ELONGATION RATIO >100%
DIELECTRIC VOLAGE WITHSTAND 600V
VOLUME RESISTIVITY >1014Q0-CM
VOLTAGE RESISTANCE >2500 (60s)
CORROSION OF BARE COPPER NO CORROSION
HEAT SHOCK NO CRACKING
COLD BEND NO CRACKING
FLAMMABILITY VW-1
NOT TO SCALE
A B C D F H | J K




