
HI-AMP CIRCUIT BREAKER
RESET AUTOMATIC RESET, 32V DC

MATERIAL THERMOSET PLASTIC, UL RATED 94VO
INTERRUPT CAPACITY 3000A

MOUNT TYPE SURFACE MOUNT
OPERATING TEMPERATIRE -32C TO 82C (-25F TO 180F)
STORAGE TEMPERATURE -34C TO 149C (-30F TO 300F)

COMPLIANCE MEETS SAE J1428, J1625, J553 (<200A), 
J1171, UL1500 (IGNITION PROTECTED)
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PART NUMBER                 RATING STUD SIZE
76401 25 AMP, 32VDC 1/4"
76402 30 Amp, 32VDC 1/4"
76403 40 Amp, 32VDC 1/4"
79404 50 Amp, 32VDC 1/4"
76406 70 Amp, 32VDC 1/4"
77052 25 Amp, 32VDC 3/8"
77053 30 Amp, 32VDC 3/8"
77054 40 AMP, 32VDC 3/8"
77059 50 Amp, 32VDC 3/8"
77060 60 Amp, 32VDC 3/8"
77061 70 Amp, 32VDC 3/8"
77089 80 Amp, 32VDC 3/8"
77062 90 Amp, 32VDC 3/8"
77090 100 Amp, 32VDC 3/8"
77091 120 Amp, 32VDC 3/8"
77092 150 Amp, 32VDC 3/8"
77093 175 Amp, 32VDC 3/8"
77094 200 Amp, 32VDC 3/8"




