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0 >   mm   ± ANGLE
0°>      ° REF  ±

BARE PART
ELECTRO-TIN PLATED COPPER

TUBING
CROSS-LINKED IONIC POLYMER

MELTABLE, INTEGRAL INNER WALL
194°F (90°C) SHRINK TEMPERATURE

-67°F (-55°C) TO 257°F (125°C) CONTINUOUS OPERATING TEMPERATURE
TENSILE STRENGTH 4000 PSI

ULTIMATE ELONGATION 450%
SPECIFIC GRAVITY 0.95

LONGITUDINAL CHANGE +1% / -10%
DIELECTRIC STRENGTH 750V/MIL

WATER ABSORBTION 1% MAX
NON CORROSIVE
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ITEM 
NUMBER DEL DESCRIPTION TUBING COLOR STRIPE COLOR WIRE RANGE TUBING ID BARREL SEAM OVERALL 

LENGTH MIN.
OVERALL 
LENGTH MAX

942005 NSPA OS55-14, CLEAR-VIEW HEAT SHRINK & 
CRIMP BUTT CONNECTOR CLEAR BLUE 16-14 GAUGE 0.216 SEAMLESS 1.327 1.607

941005 NSPA OS55-16, CLEAR-VIEW HEAT SHRINK & 
CRIMP BUTT CONNECTOR CLEAR RED 22-18 GAUGE 0.186 SEAMLESS 1.327 1.607

943005 NSPA OS55-10, CLEAR-VIEW HEAT SHRINK & 
CRIMP BUTT CONNECTOR CLEAR YELLOW 12-10 GAUGE 0.279 SEAMLESS 1.439 1.738
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